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Features

Maximum Ratings

0.5 Amp 
Schottky Rectifier 

20 to 80 Volts

• Operating Junction Temperature Range: -55°C to +125°C
• Storage Temperature Range: -55°C to +150°C
• Maximum Thermal Resistance(Note 2): 244°C/W Junction to Ambient

• Lead Free Finish/RoHS Compliant ("P" Suffix Designates RoHS
Compliant. See Ordering Information)

• For Surface Mount Application
• Low Forward Voltage And Extremely Low Thermal Resistance
• Halogen Free. “Green” Device (Note 1)
• Epoxy Meets UL 94 V-0 Flammability Rating
• Moisture Sensitivity Level 1

MBR0520 20V 14V

MCC
Part Number

Device
Marking

Maximum
Recurrent

Peak Reverse
Voltage

Maximum
RMS Voltage

Maximum DC
Blocking
Voltage

IR 0.1mA

Peak Forward Surge 
Current IFSM 5.5A

VF

Average Forward 
Current

IF(AV) 0.5A

Maximum 
Instantaneous 
Forward Voltage

 R2          20V

MBR0520  THRU  MBR0580

8.3ms Half Sine

Electrical Characteristics @ 25°C Unless Otherwise Speci昀椀ed

Power Dissipation PD 410mW

0.45V
0.55V

Typical Junction
Capacitance CJ 30pF Measured at

1.0MHz , VR=4.0V

MBR0530 30V 21V R3         30V
MBR0540 40V 28V R4    40V

TA = 50°C

0.55V
0.70V
0.80V

IFM=0.5A; 

Maximum DC 
Reverse Current at 
Rated DC Blocking 
Voltage

TJ = 25°C

SOD-123

MBR0560 60V 42VR6       60V
MBR0580 80V 56VR8   80V

MBR0520
MBR0530
MBR0540
MBR0560
MBR0580

TJ = 25°C 

A
B

EC

J

D
H

G

0.91mm

2.36mm

1.22mm

MIN MAX MIN MAX
A 0.140 0.152 3.55 3.85
B 0.100 0.112 2.55 2.85
C 0.055 0.071 1.40 1.80
D ---- 0.053 ---- 1.35
E 0.018 0.026 0.45 0.65
G 0.006 ---- 0.15 ----
H ---- 0.010 ---- 0.25
J ---- 0.006 ---- 0.15

DIMENSIONS

DIM INCHES MM NOTE

Cathode Mark

Suggested Solder Pad Layout

Note:2. Mounted on FR4 PCB, Single-sided Copper, Suggested Pad Layout.

Note: 1. Halogen free "Green” products are defined as those which contain <900ppm bromine, 
<900ppm chlorine (<1500ppm total Br + Cl) and <1000ppm antimony compounds.
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MBR0520  THRU  MBR0580

  Curve CharacteristicsCurve Characteristics
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Fig. 1 - Forward Characteristics
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Fig. 2 - Reverse Characteristics
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Fig. 4 - Power Derating Curve
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Fig. 3 - Capacitance Characteristics

Ta=25°C

f=1MHz
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 Ordering Information

Device Packing

Part Number-TP Tape&Reel: 3Kpcs/Reel

MBR0520  THRU  MBR0580

***IMPORTANT NOTICE***

Micro Commercial Components Corp. reserves the right to PaNe changes Zithout Iurther notice to an\ SroGuct herein to 
PaNe corrections� PoGiIications � enhancePents � iPSrovePents � or other changes . Micro Commercial Components

Corp . Goes not assuPe an\ liaEilit\ arising out oI the aSSlication or use oI an\ SroGuct GescriEeG herein� neither Goes it 
conve\ an\ license unGer its Satent rights �nor the rights oI others . The user oI SroGucts in such aSSlications shall assuPe all 
risNs oI such use anG Zill agree to holG Micro Commercial Components Corp . anG all the coPSanies Zhose SroGucts are 
reSresenteG on our ZeEsite� harPless against all GaPages. . products are sold subMect 
to the general terms and conditions of commercial sale, as published at 
KWWSV���ZZZ�PFFVHPL�FRP�+RPH�THUPVAQGCRQGLWLRQV�

***LIFE SUPPORT***

0CC
s SroGucts are not authori]eG Ior use as critical coPSonents in liIe suSSort Gevices or s\stePs Zithout the e[Sress 
Zritten aSSroval oI 0icro CoPPercial CoPSonents CorSoration.

***CUSTOMER AWARENESS***

CounterIeiting oI sePiconGuctor Sarts is a groZing SroEleP in the inGustr\. 0icro CoPPercial CoPSonents (0CC) is taNing
strong Peasures to Srotect ourselves anG our custoPers IroP the SroliIeration oI counterIeit Sarts. 0CC strongl\ encourages
custoPers to Surchase 0CC Sarts either Girectl\ IroP 0CC or IroP Authori]eG 0CC 'istriEutors Zho are listeG E\ countr\ on
our ZeE Sage citeG EeloZ. 3roGucts custoPers Eu\ either IroP 0CC Girectl\ or IroP Authori]eG 0CC 'istriEutors are genuine
Sarts� have Iull traceaEilit\� Peet 0CC
s Tualit\ stanGarGs Ior hanGling anG storage. MCC ZLOO QRW SURYLGH DQ\ ZDUUDQW\
FRYHUDJH RU RWKHU DVVLVWDQFH IRU SDUWV ERXJKW IURP UQDXWKRUL]HG SRXUFHV. 0CC is coPPitteG to coPEat this gloEal
SroEleP anG encourage our custoPers to Go their Sart in stoSSing this Sractice E\ Eu\ing Girect or IroP authori]eG
GistriEutors.
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